
 

 
 

DME Racing ZX-10 2011+ Oil Pan Installation 
(SKU 107) 

Instructions apply to 2011+ models only. 
 

Please make sure to follow the instructions step by step.  
If you have any questions or if anything is unclear, please feel free to give us a call. 

 

 
 
Oil Pan Set Contents 

1. Lower Gasket 

2. Oil Pan 

3. Upper Gasket 

4. Pickup Spacer Plate 

5. Oil Filter Relocator  

6. Included O-ring Seal 



STEP 1 - Remove the factory oil pan. 
 

 
 
 

STEP 2 - Remove the factory pick-up tube and breather tube. 
 

 
 
 
 
 



STEP 3 - Remove the factory oil cooler. 
 
 

 
 
 

STEP 4 - Remove the oil cooler O-ring and inspect for any damages.  (Replaced if damaged)  
 



STEP 5 - Remove the factory oil crossover bar from the stock oil pan. 
 

 

 
 
 
 

STEP 6 - Remove the factory pressure relief valve from the stock oil pan. 
 

 



STEP 7 - Reinstall crossover bar into new oil pan. 
 

 
 
 

STEP 8 - Use Loctite on all bolts inside the oil pan. 
 



STEP 9 - Install factory pressure relief into the new oil pan. (Using loctite on pressure relief.) 
 

 
 

 
 

STEP 10—Inspect stock O-ring seals for damage. If they are still in good condition, reuse them. 
 

 
 
 
 



STEP 11 - Install upper gasket, included with new oil pan, between motor and pickup spacer 

plate. Secure the upper spacer plate to the motor using 2 bolts tightened to stock torque 

specs. 

 
 

STEP 12 - Place the lower gasket on the oil pan 
 

 
 
 
 
 
 
 
 



STEP 13 - Install the O-ring seal between the spacer plate and oil pan. 
 
 

 
 
 
 

STEP 14 - Place stock oil cooler O-ring in Oil Filter Re-locator 

 

 

 
 
 
 
 
 
 
 
 
 
 
 



STEP 15 - Position and install the Oil Filter Re-locator for the best fit with the exhaust type. 
 

 
 
 

STEP 16 - Reinstall and secure the water lines to the radiator. The oil filter 

relocator has deleted the heat exchanger.  

 

 
 
 
 
 



STEP 17 - Add oil, DME Racing oil pans hold about 4.5 quarts of oil, this will fill past your sight 
glass. 
 
 
STEP 18 - Reinstall the exhaust system. 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

For more information visit www.DMERacing.com 
2260 Old Salisbury Rd. • Winston Salem, NC 27127 • Phone (336) 785-4845 

 
 


